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ORC 140.MP . all weather . multi - purpose . fast craft
HAMMERFEST Port Authority
BERNARD Shipyard
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pac—p Landing fire-valves bronze
Outlet Guillemin ND40 Inclined type 4081
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Fire valve ND40 with AZCUE fire pump

Fire valve ND40 with diesel motorpump

Bilge valve ND40 direct engine room with diesel motorpump
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Bilge valve ND40 with diesel motorpump
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FIRE VALVES AND
BILGE VALVES ON DECK
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ORC 140.MP . all weather . multi - purpose . fast craft
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HAMMERFEST Port Authority
BERNARD Shipyard

Tight panel of closing
for engine room ventilation
(Operate outside)
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Control panel of fixed CO2 installation.
Percussion device. .
1 contactor with automatic alarm light / buzzer and stop of engine room fans

Fire detection unit type "STELLA"
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unfloodable compartment
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unfloodable compartment
Light alloy
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L Thermal insulation and sound-proofin

aluminium frames

an interleaved 0,5 mm thick lead sheet
aluminium plating finishing
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watertight doors
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Fore bulkhead of engine room + watertight door and ceiling under wheelhouse:

mattress of non-combustible, 2 x 50 mm thick "SOLISO PB 100" rock wool, with a density of 96 kgs/m3
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2 smoke detectors "apollo" in engine room
1 smoke detector "apollo" in tanks room

2 CO2 diffusers in engine room
1 CO2 diffuser in tanks room

1 alarm light and buzzer in engine room
1 alarm light and buzzer in tanks room

Equipment fireman:
1 rigid hose for emergency drainage with fire pump
1 fireman axe

PANTOCARENE

12m long flexible fire hose with ND40 quick coupling
1 complete fire nozzle + hose spanner

1 hand shear for 12 mm diameter cable

1 hard hat

2 pairs of protective gloves

24 Vdc electrical fan with flexible hose

for engine room ventilation after fire extinction.
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FIRE FIGHTING

Powder ABC 2 Kgs extinguisher (1 in kitchen)

INSTALLATION
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CO2 5 Kgs extinguisher

(1 in tanks room / 2 in engine room / 1 CO2 2Kgs in wheelhouse)

1 CO2 bottles volume: 27 liters / 20 Kgs
1 percussion device .
1 contactor with automatic alarm light / buzzer and stop of engine room fans
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